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MSMT 403.  Material having a loss greater than 100 grams will 
be rejected. 

 
(c) For applications less than the specified rate, the Contract unit 

price per square yard will be reduced three percent for each 
pound per square yard below the specified rate.  This adjustment 
will be determined by comparing the certified delivery tickets 
with the project Specifications.  Material applied at more than the 
specified rate will not be considered for payment. 

 
 

SECTION 508 — MILLING HOT MIX 
ASPHALT PAVEMENT 

 
508.01 DESCRIPTION.  This work shall consist of milling the hot 
mix asphalt (HMA) pavement to the depth and at the locations specified 
in the Contract Documents or as directed by the Engineer. 
 
508.02 MATERIALS. 
 
 Hot Mix Asphalt (HMA) 904 
 
508.03 CONSTRUCTION.  Roadway patching shall be performed 
before the milling operation.  Additional roadway patching may be 
required after the milling operation to correct pavement defects made 
visible by the milling operation.  Refer to Section 505 for HMA Patches. 
 
508.03.01 Equipment.  The machine for removing the asphalt pavement 
shall be a power operated planing machine or grinder capable of 
removing, in one pass, a layer of asphalt pavement not less than half the 
lane width to be removed.  The machine shall be capable of accurately 
establishing profile grade control and shall have positive means for 
controlling slope elevation.  The resultant surface shall be true to the 
established grade and shall be skid resistant.  Unless otherwise directed by 
the Engineer, a tolerance of ± 1/8 in. when using a 10 ft straightedge 
supplied by the Contractor shall be maintained.  The machine shall be 
capable of preventing dust from escaping into the atmosphere. 
 
508.03.02 Pavement Milling.  The milling operation shall be performed 
in only one lane at a time.  When milling highways carrying traffic, all 
milling exceeding 2-1/2 in. shall have the abutting lane or shoulder milled 
on the same day.  When milling to a depth of 2-1/2 in. or less, the 
Contractor has the option of milling the abutting lane or shoulder on 
alternate days.  The abutting lane or shoulder shall be milled regardless of 
depth prior to weekends or temporary shutdowns.  Where uneven 
pavement joints exist, the Contractor shall provide adequate advance 
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warning traffic control devices in conformance with the Contract 
Documents. 
 
 Temporary pavement tie-ins shall be constructed a minimum of 4 ft in 
length for each 1 in. of milling depth. 
 
 In addition to any other equipment required to remove debris from 
behind the milling operation, a street sweeper equipped with a vacuum 
shall be used to remove the dust prior to returning the area to traffic. 
 
 After the milling operation is complete, all depressions, potholes, and 
other irregularities shall be filled and any existing water valves, meters, 
manhole covers, etc., shall be wedged using HMA. 
 
508.04 MEASUREMENT AND PAYMENT. 
 
508.04.01  Milling Hot Mix Asphalt Pavement will be measured and 
paid for at the Contract unit price per square yard.  The square yard 
measurement will be computed from the actual width and length 
measurements of the area that has been milled.  The payment will be full 
compensation for milling, the disposal of milled material, and for all 
material, labor, equipment, tools, and incidentals necessary to complete 
the work.  
 
508.04.02  Filling depressions and potholes, and wedging manholes, 
valves boxes, inlets, or other structures, using hot mix asphalt will be 
measured and paid for as specified in 106.04. 
 
508.04.03  Hot Mix Asphalt Patches will be measured and paid for as 
specified in 505.04. 
 
 
SECTION 509 — GRINDING HOT MIX ASPHALT 

PAVEMENT 
 
509.01 DESCRIPTION.  This work shall consist of grinding the hot 
mix asphalt (HMA) pavement to the depth and at the locations specified 
in the Contract Documents or as directed by the Engineer. 
 
509.02 MATERIALS. 
 
 Hot Mix Asphalt (HMA) 904 
 
509.03 CONSTRUCTION.  Roadway patching shall be performed 
before the grinding operation.  Additional roadway patching may be 


